
 
 
 
 
 
 
 
 
   

 

EMS Significant Aspects Associated with this Project 
Industrial Waste Hazardous Waste  Regulated Medical Waste 
Radioactive Waste Mixed Waste  TRU Waste 
Atmospheric Emissions Liquid Discharges  Noise 
Storage/Use of 
Chemicals or 
Radioactive Materials 

Sensitive/Endangered 
Species or Sensitive 
Habitat 

 Historical Monuments or 
Cultural Resources 

Soil Activation Water Consumption  Power Consumption 
Historical 
Contamination 

Other Regulatory 
(asbestos) 

 Other (specify) 
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Groundwater Extraction & Monitoring 

Well Installation and Maintenance 
1.0 

Drilling and 
sampling 
equipment 

2.2 

Contaminated 
water  to 
portable GAC 
then  well head. 

1.5

PPE to municipal 
trash. 

 
Liquid Phase GAC 

Two Adsorber Units 
2.0 

Negligible VOC 
emission 

1.2 

*Note about the legend: Red signifies RCRA 
hazardous, Magenta is radioactive, Yellow is PCB, 
Green is industrial waste and no color is non-rad non-
haz. Two color shades indicate a mixture such as 
magenta/red for mixed waste. Blue indicates a 
regulatory requirement. The symbols denote media 

Personal 
Protective 
Equip. 

Decon 
Materials, 
water, 
alcohnox 

 
Discharge System Well Installation and 

Maintenance 
3.0 

VOC 
Contaminated 
GAC recycled by 
vendor. 

NYSDEC SPDES 
Equivalency Permit  
and Underground 
Injection Control 
Permit required prior 
to system start. 

Same Input 
as Extraction 
well.

Waste water from 
Development & 
Decon operations, 
sample/analyze for 
VOC 

Uncontaminated 
water  to area around 
well head. 

2.3

PPE to 
municipal 
trash . 

Same outputs as 
extraction well. 

1.3 

Contaminated 
Drill Spoils to 
WMD  

Drill Spoils from well 
construction. 
Containerize and 
sample/analyze for 
VOC 

Clean Drill 
Spoils 
distributed at 
well head or 
within OU.

1.4

NYSDEC Well 
Permit Equivalent 
for Extraction well 
prior to 
construction

2.1

Granular 
Activated 
Carbon 
(GAC)

PPE 

Secondary 
Containment 
required on system 
and piping per 
SCDHS. 

1.1 

1.1- Use of Portable VOC Unit 
reduces off site or sanitary 
disposal. 
 
2.1 – Recycling of Granular 
Activated Carbon 
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